The 7700-Series 1-inch pitch heavy-duty belt is used for a large variety of applications. Because of its robust design these belts
are common for glass works and automotive industry. 7700-Series is available in a closed, two open,

a rubber top and a LBP execution. For single lane conveying several mold-to-width executions with Tab Guides are

available. For applications in glass works and beverage industry the Dynamic Transfer System is a proven solution.

As a standard the belts are supplied in high-performance acetal and polypropylene.

Features

+ Robust %-inch thick module design means very high strength.

+ HP acetal reduces friction, offers excellent wear resistance and creates dry-running possibilities.

» Rounded outside edges for better side transfers and improved product handling.

+ Twist-lock™ pin retention by means of a hinged plug prevents plug loss and allows easy pin access for installation and maintenance.

+ Dynamic Transfer System (DTS®) creates smooth 90° transfers.

+ Belt and sprocket design ensure an optimum engagement and a reliable drive.

+ 7700-Series belts are companioned by FTM 1055 or FT 1055 chainbelts, to make a perfect match between straight running and sideflexing conveyors; 1055 can also
be driven by NS 7700 sprockets.

Programme

7705 Solid Top

Closed surface; for heavy-duty glass and PET applications metric version can optionally be equipped with Positrack

7706 Perforated Top

8% Open area; for amongst others can handling

7708 Perforated Top

20% Open area; for amongst others warmers and coolers

7705 Rubber Top

For inclined and declined conveyors up to 20°; available upon request

Positrack

Tabs for accurate guiding of the belt in the conveyor (metric execution and DTS only)

DTS®

Single module Dynamic Transfer System for left- or right hand self-clearing transfers to avoid dead plates at 90° transfers; as a standard
equipped with Positrack guiding

Bottle transfer with 7705 belt

Conveyor with TCF7705 Belt
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Solid Top 7705
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Working
Temperature range °C Load Weight B_a ckﬂe)_(
Assembly Belt Type Code Number* i) Radius (min.)
Dry Wet N/m (21°C) kg/m? mm
HP-Acetal with PBT Pins
Standard HP 7705 17705HPKxx
DTS Left | HP 7705 K450 DTS-SX LEFT (PT) 81413921
Positrack | Hp 7705 K750 DTS-SX LEFT (PT) 81413922 43000 N/m | 13.47 kg/m?
: HP 7705 K450 DTS-DX RIGHT (PT 81413931
DTS right () 4010480 | -40 to +65 25
Positrack | Hp 7705 K750 DTS-DX RIGHT (PT) 81413932
Mould to HP7705PTK325 (MTW-PT) 81415101 3047 N 1.03 kg/m
width HP7705PTK450 (MTW-PT) 81415141 4559 N 1.39 kg/m
positrack HP7705PTK750 (MTW-PT) 81415181 7784 N 2.58 kg/m
BWX-Acetal with PBT Pins
9 Standard BWX7705 BWX7705-xx 43000 N/m | 13.47 kg/m?
= BWX7705PTK325 (MTW-PT) | I7705WX645713 Not 3047 N 1.03 kg/m
£ Mould to -40t0+80 | recom- 25
S width BWX7705PTK450 (MTW-PT) 81445361 mended 4559 N 1.39 kg/m
= positrack BWX7705PTK750 (MTW-PT) | 17705WX651333 7784 N 2.58 kg/m

* In code numbers xx corresponds with the belt width (A). Standard widths of these belts begin at 6” with 3" increments up to 120”.
Special widths start from 5” with %" increments. see also page 208. Upon request 7705 belts can be supplied in metric versions.
7705 belts are also available with rubber top in HTF and TCF versions. Please contact Customer Service for more details.
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Dynamic Transfer System (DTS®)
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Rubber Top 7705
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v Chain Height
0.50in
(12.7 mm)
Working
Temperature range °C Load Weight B_a ckfle)_(
Assembly Belt Type Code Number* ) Radius (min.)
Dry \ Wet N/m (21°C) kg/m? mm
TCF-Tough Composite Friction Top
Standard | TCF 7705 | TCF7705x | -40t0+80 | 40to+65 | 32000 Nim | 12.84 kgim? | 25
HTF-High Temperature Friction Top
Standard | HTF 7705 | HTF7705-xx | +4t0+104 | +4to+104 | 26000 N/m | 10.59 kg/m? | 25
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Perforated Top 7706
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Working Backflex
Temperature range °C Load Weight . i
Assembly Belt Type Code Number* (max.) Radius (min.)
Dry | Wet N/m (21°C) kg/m? mm
HP-Acetal with Polypropylene Pins
Standard HP 7706 17706HPKxx -40 to +80 ‘ -40 to +65 43000 13.18 25

* In code numbers xx corresponds with the belt width (A). Standard widths of these belts begin at 6” with 3” increments up to 120”.
Special widths start from 5” with 2" increments. See also page 208.

For DTS, modules from page 172 are used.

7706 belts can be supplied in metric versions upon request.
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Working Backfl ex
Temperature range °C Load Weight i i
Assembly Belt Type Code Number* (max.) Radius (min.)
Dry | Wet N/m (21°C) kg/m? mm
HT-Polypropylene with Polypropylene Pins
Standard | HT7708 | 17708HTKxx | 410100 | 4to100 | 26000 | 781 | 25
USP-Polypropylene with Polypropylene Pins
Standard | USP7708 |  USP7708Kxx | 410100 | 4to100 | 26000 | 7.81 | 25

* In code numbers xx corresponds with the belt width (A). Standard widths of these belts begin at 9” with 3” increments up to 120”.
Special widths start from 5” with 4" increments. See also page 208.
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Split Sprockets Injection Moulded

Split Sprockets Machined
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Bore Pitch Outside Hub
Number Diameter Diameter Width
Sprocket Type Code Number of B E F A
Teeth
mm/inch mm mm mm
Round Bores
NS 7700 T16 R25 614-62-25 16 25
NS 7700 T16 R30 614-62-30 16 30 1302 1306
NS 7700 T16 R35 614-62-35 16 35
NS 7700 T16 R40 614-62-40 16 40
NS 7700 T18 R25 614-60-25 18 25
NS 7700 T18 R30 614-60-30 18 30
NS 7700 T18 R35 614-60-35 18 35 1463 1469 51
NS 7700 T18 R40 614-60-40 18 40
NS 7700 T21 R25 614-63-25 21 25
NS 7700 T21 R30 614-63-30 21 30
NS 7700 T21 R35 614-63-35 21 35 1704 1707
NS 7700 T21 R40 614-63-40 21 40
Square Bores
KUS 7700 T16 S40 614-370-4 16 40 130.2 130.6
KUS 7700 T18 S40 17700604166 18 40 1463 146.9
KUS 7700 T18 S50 7700604176 18 50 51
KUS 7700 T21 S40 614-383-4 21 40
KUS 7700 T21 S50 614-383-6 21 50 170.3 170.7
KUS 7700 T21 S60 614-383-8 21 60
Classic Sprockets Machined
4 12.5
Le.] g
A
Bore Pitch Outside Hub
Number Diameter Diameter Width
Sprocket Type Code Number of
B E F A
Teeth
mm/inch mm mm mm
Square Bores
KU 7700 T18 S50 114-3926-10 18 50
KU 7700 T18 S60 114-3926-12 18 60 1463 146.9
KU 7700 T21 S50 114-3925-12 21 50 48
KU 7700 T21 S60 114-3925-14 21 60 170.3 170.7
KU 7700 T21 S65 114-3925-15 21 65
KU 7700 T25 S50 114-3927-13 25 50 202.7 204.2

Round bores are available upon request.
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